Sakset fra ArcheryTalk og andre bueskyttersider på nettet

(Takk til Tor Solve Tretli for tips)
Lage nockfester

In this picture I have already determined the nock position. I have clamped a set of hemostats (tang som låser seg, sånn som kirurger bruker; arterietang?) to the string to hold the position of the nock. I start the nockset by wrapping the serving around the string and crossing like the beginning of a square knot and then tighten.
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After the first knot is positioned and tightened. I wrap the loose ends around the string and cross and then tighten the next knot opposite to the first. I will do this for 10 times to the lower end of the nockset and then 4 times to the top.
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After I have completed 10 knots, terminated the lower set by tying a square knot and then will cut off the ends and melt the end and knot together.
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I remove the hemastats and complete the top serving nockset. I allow about a total of 1/32 to maybe a 1/16 of clearance between the nocksets and the nock. This avoids nock pinch at full draw and does not seem to hurt arruracy.

This is the completed upper and lower nocksets.
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I have completed tying in my D-loop. I melt the first ball on the rope and then wax the rope before beginning. I am left handed and if the loop looks backwards too you, it probably is. I do not hold my release tilted too much and I can see little importance as to which is tied which way. But, it is important to tie the knots opposite to each other.
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To take up slack in the D-loop and tighten it. I insert a pair of needle nose pliers to open the loop.
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Then I open the pliers with both hands to tighten the D-loop.
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This is the completed D-loop. Now, may people feel the nockset should be equal is size so the release will be behind the nock. However, in actuality, you are pulling slightly up on the D-loop at full draw. IMO, the release is more behind the nock here than if the nocksets had been equal.

One other note, I use micro-adjustable rests. With a drop-away, I set the nock square to the rest. With a blade rest or non drop-aways, I usually set the nock about 1/8" high. I very rarely move the nocksets once they are tied. If you had to you can try to thread them down or up the center serving, sometimes this works. Normally though, I only make tuning adjustments at the cables or rest for eleveation.
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Knyting a D-loop
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